Special Form Capsule Traveler Sheet

Special Form Capsule Identification number:

QA Visual results: Field Inspection results: Initials:
QA Signature: Date:
QA Field
QA Capsule gap measurement without plug in place: 1. 3.
QA Capsule gap measurement with plug in place: 2. 4,
Record gap measurement after shear off of nut: 5.
Subtract line 5 from line 4: 6.

To achieve a Special Form seal, the measured reading on Line 5 must be greater than or equal to the measurement on Line 3
and the difference on line 6 must be a positive number and > 0.005”.

Serial or ID number of source(s) loaded in SFC:
(Attach separate listing if necessary)

Physical/Chemical Form: Isotope(s):

Refer to the following certificates for activity and mass limits:
USA/0696/S-96 Model 11, USA/0695/S-96 Model 111

Total Activity: Total Mass:

Location of loading:

Dial gauge S/N: Calibration Due Date:

Special Form Qualification — All Criteria listed below must qualify as “YES” to
Achieve Special Form Classification

YES NO

Capsule was assembled in compliance with the U.S. DOT Special Form Certification effective
at the time of assembly and in accordance with OSR-OP-190.

The capsule seal complies with the requirements of OSR-OP-190 Section 8.0

Void volume verified by CVT (Model I & III only)

Name of SFC packager: Organization:

Signature of SFC packager: Date:

Source(s) Verified by: Organization:
Signature of Verifier: Date:
OSR-036, Rev 7
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