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of Transportation | AEA CERTI FI CATE OF COVPETENT AUTHORI TY Washington, b.€. 2050
Pipeline and SPECI AL FORM RADI OACTI VE MATERI ALS

Hazardous Materials CERTI FI CATE USA/ 0739/ S-96, REVISION O

Safety Administration

This certifies that the source described has been denonstrated to neet the
regul atory requirenents for special form radioactive material as prescribed
in the regulations of the International Atom c Energy Agency! and the United
States of Anmerica? for the transport of radioactive material.

1. Source ldentification - QSA G obal, Inc. Mdel X1299 (Mnufactured on
or after May 4, 2001).

2. Source Description - Cylindrical single encapsulation made of MP35N
and tungsten inert gas or |aser seal welded. Approxi nate outer
dinensions are 14.7 mm (0.58 in.) in dianeter and 45.7 mm (1.8 in.) in
| engt h. M ni mum wal |l thickness is 0.5 nm (0.02 in.). Construction
shall be in accordance with attached QSA dobal, Inc. Drawi ng No.
RBA63188, Rev. A.

3. Radi oactive Contents - No nmore than 740.0 GBg (20.0 C) of
Americi um 241. The Am 241 is in the form of an oxide mixed with a
beryllium powder and pressed into a solid pellet.

4, Quality Assurance - Records of Quality Assurance activities required
by Paragraph 310 of the | AEA regul ati ons! shall be maintai ned and nade
available to the authorized officials for at |least three years after
the last shipnment authorized by this certificate. Consignors and
consignees in the United States exporting or inporting shipnments under
this certificate shall satisfy the requirenments of Subpart H of 10 CFR
71.

5. Expiration Date - This certificate expires on July 31, 2011.

1 "Regulations for the Safe Transport of Radioactive Material, 1996
Edition (Revised), No. TS-R-1  (ST-1, Revi sed) , " published by the
International Atom c Energy Agency(lAEA), Vienna, Austria.

2 Title 49, Code of Federal Regulations, Parts 100-199, United States of
Aneri ca.
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CERTI FI CATE USA/ 0739/ S-96, REVISION 0

This certificate is issued in accordance wth paragraph 804 of the |AEA
Regul ations and Section 173.476 of Title 49 of the Code of Federal
Regul ations, in response to the April 24, 2006 petition by QSA dobal, Inc.,
Burlington, MA and in consideration of other information on file in this

Ofice.

Certified By:
% Jul 10 2006

Robert A. McQuire ( DATE)

Associ ate Administrator for Hazardous Materials Safety

Revision 0 - Oiginal issue.



[tem Description Matl. Qty.
1 X1299 LID MP35N 1
2 X1299 BODY MP35N 1
3 Active Material AR
4 Ceramic Fiber Packing (optional) AR
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