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P IAEA CERTIFICATE OF COMPETENT AUTHORITY

Researchand SPECIAL FORM RADIOACTIVE MATERIALS

Special Programs CERTIFICATE NUMBER USA/0245/S, REVISION 7

Administration

This certifies that the sources described have been demonstrated to meet the
requlatory requirements for special form radioactive Taterial as prescribed in the
requlatjons of the International Atomic Energy Agency and the United States of
America” for the transport of radioactive materials.

1. Source Identification - AB Elekta Model 43047 and AB Elekta Model 43685
Source Capsules.

2. Source Description - Source Model 43047 is made of 303 stainless steel
and Source Model 43685 is made of 316L stainless steel. These welded,
double encapsulations measure 7.99 mm (0.315") in diameter by 27.2 mm
(1.07") in 1length. The sources must be manufactured in accordance with
Elekta Instrument drawings 43047 and 43685 (attached).

3. Radiocactive Contents - Each source capsule contains not more than 2.22
TBg (60 Ci) of Cobalt-60 as metal pellets.

4. Quality Assurance - Records of Quality Aisurance activities required by
Paragraph 209 of the IAEA regqulations™ shall be maintained and made
available to the authorized officials for at least three years after the
last shipment authorized by this certificate. Consignors and consignees
in the United States exporting or importing shipments wunder this
certificate shall satisfy the requirements of Subpart H of 10 CFR 71.

5. Expiration Date - This certificate expires June 1, 2005.

This certificate is issued 1in accordance with paragraph 703 of the IAEA
Regulations and Section 173.476 of Title 49 of the Code of Federal Regulations, in
response to the petition and information dated February 9, 2000 submitted by
General Electric Company, Sunol, CA, and in consideration of other information on
file in this Office.

Cer j£d 3
A, 74 MIR 2 3 2000

Robert A. Mcéuire (DATE)
Acting Associate Administrator for
Hazardous Materials Safety

Revision 7 - Issued to add Source Model 43685, to revise the list of drawings and
to extend the expiration date.

1 r"sSafety Series No. 6, Regulations for the Safe Transport of Radioactive
Materials, 1985 Edition, as amended 1990" , published by the International Atomic
Energy Agency (IAEA), Vienna, Austria.

2 Title 49, Code of Federal Regulations, Parts 100 - 199, United States of
America.
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Kapseln tolkas med tdlerans 9p8H710 efter
svetsning for att passa i bussning vid montering.

The capsule to be checked after welding with
a _tool having hole tolerance $8H710.

1) Gastdt svets utan tillsatser/ Gas tight weld without additives
Not/ Note: Teknisk specifikation/Technical Specification Art.No. 9-01863 0.010

- . A ] Weight
ltem |- Qty Description Material ~ Dimension, Article no. " kg

Conditions where other not is specified
Surface =P Weiding Tolerances
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Sharp_edges
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Kapseln tolkas med tolerans #8H7+0 efter
svetsning for att passa i bussning vid montering.
The capsule to be checked after welding with
a_tool having hole tolerance #8H710.
1) Gastdt svets utan tillsatser/ Gas tight weld without additives
2) Plugldngd efter behov/ Plug length as required
Not/ Note: Teknisk specifikation/Technical Specification Art.No. 9-01863
0.010
ltem | Qty Description Material Dimension, Article no. ‘ Wiight

Conditions where other not is specified )
Surface Welding Radi

adius Tolerances
Sharp edges

Checked .
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